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[RAFFIC CONTROL NOTES: =20 NOIE:
) ) SEE SHEET TC—1 FOR SIGN LEGEND.
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CURRENT EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”. SEPARATE PAYMENT WILL NOT BE MADE FOR RELOCATING OR RESETTING
TRAFFIC CONTROL DEVICES AS REQUIRED OR DIRECTED.
2. SPECIAL SIGNS SHALL HAVE A BLACK MESSAGE OR ARROW ON A FLUORESCENT ORANGE REFLECTORIZED BACKGROUND AND SHALL BE FABRICATED FROM THE MATERIAL SPECIFIED IN THE CURRENT EDITION OF LEGEND
"STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION” FROM NJDOT. FOR PROPER LETTER STROKE AND DESIGN, REFER TO THE CURRENT EDITION OF "STANDARD ALPHABETS FROM HIGHWAY SIGNS AND VERTICAL LETTERING DENOTES PROPOSED
PAVEMENT MARKINGS” FROM THE FEDERAL HIGHWAY ADMINISTRATION. SPACING BETWEEN WORDS IN A LINE, BETWEEN LINES OF A MESSAGE, AND BORDER REQUIREMENTS SHOULD BE DETERMINED BY GOOD
_ < SLANT LETTERING DENOTES EXISTING
SIGN—DESIGN PRACTICES.
_ —o—  CONSTRUCTION SIGN
3. ONLY TYPE Il BREAKAWAY BARRICADES THAT ARE NCHRP—350 COMPLIANT SHALL BE USED; WOODEN BARRICADES ARE NOT ALLOWED. IN ADDITION, FLASHING WARNING LIGHTS SHALL NOT BE AFFIXED TO ANY SIGN
OR BARRICADE. SEE CD—159—1 IN NJDOT STANDARD DETAILS. ® DRUM
4. THE ADVANCE WARNING SIGNS (S—1) ARE TO BE POSTED ONE MONTH PRIOR TO THE EFFECTIVE DATE OF THE DETOUR, AND ARE TO BE REMOVED AT THE START OF CONSTRUCTION. THE ADVANCED WARNING SIGNS @ S—X SIGN ID
SHALL BE PLACED WITHIN THE PROPOSED PROJECT LIMITS.
Approved by Peapack & Gladstone Borough =P  DIRECTION OF TRAFFIC
5. THE CONTRACTOR IS TO NOTIFY THE SOMERSET COUNTY ENGINEERING DEPARTMENT AT LEAST 48 HOURS PRIOR TO THE INSTALLATION OF DETOUR SIGNS. ot C BREAKAWAY BARRICADE
6. THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER AND THE LOCAL MUNICIPALITY SHOULD THE NEED ARISE TO CLOSE A LOCAL ROAD. ate
WILLIAM D. RYDEN — BOROUGH ENGINEER L BREAKAWAY BARRICADE WITH SIGNS
7. UNLESS NOTED OTHERWISE, ALL SIGNS AND BARRICADES SHALL BE FURNISHED BY THE CONTRACTOR AND PLACED BY HIM AT THE LOCATIONS DESIGNATED BY THE ENGINEER. IF SO DIRECTED BY THE ENGINEER, 77777 CONSTRUCTION BARRIER
AND AT THE UNIT PRICE BID, THE CONTRACTOR SHALL SUPPLY ADDITIONAL SIGNS AND BARRICADES.
8. ALL SIGNS SHALL BE LOCATED WITHIN THE MUNICIPALITY, COUNTY, OR STATE RIGHT—OF—WAY. Date
CHIEF STEPHEN FERRANTE — POLICE DEPARTMENT
9. POSITIVE CLOSURE SHALL BE MAINTAINED BETWEEN THE PRECAST CONCRETE CURBS DURING NON—WORKING HOURS. THE CURB NEED NOT BE BOLTED DOWN. SEE CD—159—4 FOR DETAILS. . - "
10. ALL POSTS SHALL BE OF ADEQUATE LENGTH TO MEET THE REQUIREMENTS FOR ERECTION AS STATED IN THE CURRENT "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS” AND AS SCALE IN FEET TC-2
INDICATED BELOW. 1" = 20 Tood
11. ALL SMALL SIGN SUPPORTS SHALL BE OF THE BREAKAWAY TYPE WITH EXCEPTION OF THOSE INSTALLED BEHIND GUIDE RAIL OR OTHER ROADSIDE BARRIER. DATE: OCTOBER 2023 Bridges/Highways
Construction Inspection
12. ALL STEEL POSTS AND BRACKETS SHALL BE CUT, BENT, AND HOLES PUNCHED AND DRILLED BEFORE GALVANIZING. GALVANIZING SHALL BE IN CONFORMANCE WITH CURRENT ASTM A123. SCALE: AS SHOWN van ‘ Ieef . tEn:itonlr)';nta'
eotechnica ams
2 " DESIGNED BY: JM Landscape Ar::hitecture
13. ALL STEEL U—POST SIGN SUPPORTS MUST BE INSTALLED FACING THE PREDOMINANT TRAFFIC FLOW. A MOUNTING BRACKET SHOULD BE USED ON SIDE MOUNTED SIGNS SUCH AS "ONE WAY” SIGNS INSTALLED IN CRAWN BY e ENGINEERING WITH FOCUS Local/Ret fonal Planning
MEDIANS. : Regional Planni
CHECKED BY: s VAN CLEEF ENGINEERING ASSOCIATES, LLC M“"'Sci't':a:czl'::::::‘z
14. STEEL U—POST SIGN SUPPORTS SHALL NOT BE PLACED IN FRONT OF GUIDE RAIL AND THE POSTS MUST NOT STRADDLE GUIDE RAIL. : ’“MEngfm“ﬁgggégggsgﬁs5:'555)&?:52#’°“°" Surveying/Aerial Drones/GIS
REV | DESCRIPTION AUTH DATE | JOB NO. NJ-S-PG-103 CERT. OF AUTHORTZATION WO, 24GA28132300 Water/Wastewater
15. TO EXTEND THE HEIGHT OF A SIGN POST, A MAXIMUM OF ONE SPLICE MAY BE MADE AND MUST BE A MINIMUM OF 9 FEET FROM THE GROUND LINE TO CENTER LINE OF SPLICE.
4
16. ACCESS TO RESIDENTIAL AND COMMERCIAL DRIVEWAYS WILL NEED TO BE TEMPORARILY RESTRICTED AT TIMES DUE TO CONSTRUCTION ACTIVITIES FOR THE BRIDGE AND ROAD. IF NEEDED, TEMPORARY PARKING PRE IM I NARY 1 TRAFFIC CONTROL PLAN
ACCOMMODATIONS, AS APPROVED BY THE ENGINEER, WILL NEED TO BE MADE BEYOND THE LIMITS OF WORK. CONTRACTOR SHALL MAKE EVERY EFFORT TO MINIMIZE THE DURATION OF RESTRICTIONS. IF REQUIRED, L ) REPLACEMENT OF COUNTY BRIDGE D1302
MAILBOXES SHALL BE TEMPORARILY RELOCATED DURING CONSTRUCTION ACTIVITIES. ALL COSTS ASSOCIATED WITH THE TEMPORARY PARKING ACCOMMODATIONS AND TEMPORARY RELOCATION OF THE MAILBOX SHALL ) POTTERSVILLE ROAD (CR 512)
BE INCLUDED IN THE BID ITEM "CLEARING SITE.” UNLESS OTHERWISE NOTED, ACCESS SHALL BE PROVIDED TO ALL DRIVEWAYS, DWELLINGS, FIELD ENTRANCES AND MAIL BOXES AT ALL TIMES. PUBLIC INFORMATION CENTER - NOVEMBER 15, 2023 ]
OVER PEAPACK BROOK
17. THE CONTRACTOR SHALL NOTIFY THE COUNTY AND THE BOROUGH OF PEAPACK & GLADSTONE ONE WEEK PRIOR TO THE START OF CONSTRUCTION AND 48 HOURS PRIOR TO THE IMPLEMENTATION OF THE DETOUR. PETER W. OLIEMAN, P.E. DATE PEAPACK & GLADSTONE BOROUGH
NEW JERSEY PROFESSIONAL ENGINEER LICENSE NUMBER 24GE03096300 SOMERSET COUNTY, NEW JERSEY
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1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CURRENT EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL  DEVICES". SEPARATE PAYMENT WILL NOT BE MADE FOR RELOCATING OR RESETTING ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE CURRENT EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL  DEVICES". SEPARATE PAYMENT WILL NOT BE MADE FOR RELOCATING OR RESETTING TRAFFIC CONTROL DEVICES AS REQUIRED OR DIRECTED. 2. SPECIAL SIGNS SHALL HAVE A BLACK MESSAGE OR ARROW ON A FLUORESCENT ORANGE REFLECTORIZED BACKGROUND AND SHALL BE FABRICATED FROM THE MATERIAL SPECIFIED IN THE CURRENT EDITION OF SPECIAL SIGNS SHALL HAVE A BLACK MESSAGE OR ARROW ON A FLUORESCENT ORANGE REFLECTORIZED BACKGROUND AND SHALL BE FABRICATED FROM THE MATERIAL SPECIFIED IN THE CURRENT EDITION OF "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION" FROM NJDOT. FOR PROPER LETTER STROKE AND DESIGN, REFER TO THE CURRENT EDITION OF "STANDARD ALPHABETS FROM HIGHWAY SIGNS AND PAVEMENT MARKINGS" FROM THE FEDERAL HIGHWAY ADMINISTRATION. SPACING BETWEEN WORDS IN A LINE, BETWEEN LINES OF A MESSAGE, AND BORDER REQUIREMENTS SHOULD BE DETERMINED BY GOOD SIGN-DESIGN PRACTICES. 3. ONLY TYPE III BREAKAWAY BARRICADES THAT ARE NCHRP-350 COMPLIANT SHALL BE USED; WOODEN BARRICADES ARE NOT ALLOWED.  IN ADDITION, FLASHING WARNING LIGHTS SHALL NOT BE AFFIXED TO ANY SIGN ONLY TYPE III BREAKAWAY BARRICADES THAT ARE NCHRP-350 COMPLIANT SHALL BE USED; WOODEN BARRICADES ARE NOT ALLOWED.  IN ADDITION, FLASHING WARNING LIGHTS SHALL NOT BE AFFIXED TO ANY SIGN OR BARRICADE. SEE CD-159-1 IN NJDOT STANDARD DETAILS. 4. THE ADVANCE WARNING SIGNS (S-1) ARE TO BE POSTED ONE MONTH PRIOR TO THE EFFECTIVE DATE OF THE DETOUR, AND ARE TO BE REMOVED AT THE START OF CONSTRUCTION. THE ADVANCED WARNING SIGNS THE ADVANCE WARNING SIGNS (S-1) ARE TO BE POSTED ONE MONTH PRIOR TO THE EFFECTIVE DATE OF THE DETOUR, AND ARE TO BE REMOVED AT THE START OF CONSTRUCTION. THE ADVANCED WARNING SIGNS SHALL BE PLACED WITHIN THE PROPOSED PROJECT LIMITS. 5. THE CONTRACTOR IS TO NOTIFY THE SOMERSET COUNTY ENGINEERING DEPARTMENT AT LEAST 48 HOURS PRIOR TO THE INSTALLATION OF DETOUR SIGNS. THE CONTRACTOR IS TO NOTIFY THE SOMERSET COUNTY ENGINEERING DEPARTMENT AT LEAST 48 HOURS PRIOR TO THE INSTALLATION OF DETOUR SIGNS. 6. THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER AND THE LOCAL MUNICIPALITY SHOULD THE NEED ARISE TO CLOSE A LOCAL ROAD. THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER AND THE LOCAL MUNICIPALITY SHOULD THE NEED ARISE TO CLOSE A LOCAL ROAD. 7. UNLESS NOTED OTHERWISE, ALL SIGNS AND BARRICADES SHALL BE FURNISHED BY THE CONTRACTOR AND PLACED BY HIM AT THE LOCATIONS DESIGNATED BY THE ENGINEER.  IF SO DIRECTED BY THE ENGINEER, UNLESS NOTED OTHERWISE, ALL SIGNS AND BARRICADES SHALL BE FURNISHED BY THE CONTRACTOR AND PLACED BY HIM AT THE LOCATIONS DESIGNATED BY THE ENGINEER.  IF SO DIRECTED BY THE ENGINEER, AND AT THE UNIT PRICE BID, THE CONTRACTOR SHALL SUPPLY ADDITIONAL SIGNS AND BARRICADES. 8. ALL SIGNS SHALL BE LOCATED WITHIN THE MUNICIPALITY, COUNTY, OR STATE RIGHT-OF-WAY. ALL SIGNS SHALL BE LOCATED WITHIN THE MUNICIPALITY, COUNTY, OR STATE RIGHT-OF-WAY. 9. POSITIVE CLOSURE SHALL BE MAINTAINED BETWEEN THE PRECAST CONCRETE CURBS DURING NON-WORKING HOURS. THE CURB NEED NOT BE BOLTED DOWN. SEE CD-159-4 FOR DETAILS. POSITIVE CLOSURE SHALL BE MAINTAINED BETWEEN THE PRECAST CONCRETE CURBS DURING NON-WORKING HOURS. THE CURB NEED NOT BE BOLTED DOWN. SEE CD-159-4 FOR DETAILS. 10. ALL POSTS SHALL BE OF ADEQUATE LENGTH TO MEET THE REQUIREMENTS FOR ERECTION AS STATED IN THE CURRENT "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS" AND AS ALL POSTS SHALL BE OF ADEQUATE LENGTH TO MEET THE REQUIREMENTS FOR ERECTION AS STATED IN THE CURRENT "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS" AND AS INDICATED BELOW. 11. ALL SMALL SIGN SUPPORTS SHALL BE OF THE BREAKAWAY TYPE WITH EXCEPTION OF THOSE INSTALLED BEHIND GUIDE RAIL OR OTHER ROADSIDE BARRIER. ALL SMALL SIGN SUPPORTS SHALL BE OF THE BREAKAWAY TYPE WITH EXCEPTION OF THOSE INSTALLED BEHIND GUIDE RAIL OR OTHER ROADSIDE BARRIER. 12. ALL STEEL POSTS AND BRACKETS SHALL BE CUT, BENT, AND HOLES PUNCHED AND DRILLED BEFORE GALVANIZING. GALVANIZING SHALL BE IN CONFORMANCE WITH CURRENT ASTM A123. ALL STEEL POSTS AND BRACKETS SHALL BE CUT, BENT, AND HOLES PUNCHED AND DRILLED BEFORE GALVANIZING. GALVANIZING SHALL BE IN CONFORMANCE WITH CURRENT ASTM A123. 13. ALL STEEL U-POST SIGN SUPPORTS MUST BE INSTALLED FACING THE PREDOMINANT TRAFFIC FLOW. A MOUNTING BRACKET SHOULD BE USED ON SIDE MOUNTED SIGNS SUCH AS "ONE WAY" SIGNS INSTALLED IN ALL STEEL U-POST SIGN SUPPORTS MUST BE INSTALLED FACING THE PREDOMINANT TRAFFIC FLOW. A MOUNTING BRACKET SHOULD BE USED ON SIDE MOUNTED SIGNS SUCH AS "ONE WAY" SIGNS INSTALLED IN MEDIANS. 14. STEEL U-POST SIGN SUPPORTS SHALL NOT BE PLACED IN FRONT OF GUIDE RAIL AND THE POSTS MUST NOT STRADDLE GUIDE RAIL. STEEL U-POST SIGN SUPPORTS SHALL NOT BE PLACED IN FRONT OF GUIDE RAIL AND THE POSTS MUST NOT STRADDLE GUIDE RAIL. 15. TO EXTEND THE HEIGHT OF A SIGN POST, A MAXIMUM OF ONE SPLICE MAY BE MADE AND MUST BE A MINIMUM OF 9 FEET FROM THE GROUND LINE TO CENTER LINE OF SPLICE. TO EXTEND THE HEIGHT OF A SIGN POST, A MAXIMUM OF ONE SPLICE MAY BE MADE AND MUST BE A MINIMUM OF 9 FEET FROM THE GROUND LINE TO CENTER LINE OF SPLICE. 16. ACCESS TO RESIDENTIAL AND COMMERCIAL DRIVEWAYS WILL NEED TO BE TEMPORARILY RESTRICTED AT TIMES DUE TO CONSTRUCTION ACTIVITIES FOR THE BRIDGE AND ROAD.  IF NEEDED, TEMPORARY PARKING ACCESS TO RESIDENTIAL AND COMMERCIAL DRIVEWAYS WILL NEED TO BE TEMPORARILY RESTRICTED AT TIMES DUE TO CONSTRUCTION ACTIVITIES FOR THE BRIDGE AND ROAD.  IF NEEDED, TEMPORARY PARKING ACCOMMODATIONS, AS APPROVED BY THE ENGINEER, WILL NEED TO BE MADE BEYOND THE LIMITS OF WORK.  CONTRACTOR SHALL MAKE EVERY EFFORT TO MINIMIZE THE DURATION OF RESTRICTIONS.  IF REQUIRED, MAILBOXES SHALL BE TEMPORARILY RELOCATED DURING CONSTRUCTION ACTIVITIES.  ALL COSTS ASSOCIATED WITH THE TEMPORARY PARKING ACCOMMODATIONS AND TEMPORARY RELOCATION OF THE MAILBOX SHALL BE INCLUDED IN THE BID ITEM "CLEARING SITE."  UNLESS OTHERWISE NOTED, ACCESS SHALL BE PROVIDED TO ALL DRIVEWAYS, DWELLINGS, FIELD ENTRANCES AND MAIL BOXES AT ALL TIMES.   17. THE CONTRACTOR SHALL NOTIFY THE COUNTY AND THE BOROUGH OF PEAPACK & GLADSTONE ONE WEEK PRIOR TO THE START OF CONSTRUCTION AND 48 HOURS PRIOR TO THE IMPLEMENTATION OF THE DETOUR.THE CONTRACTOR SHALL NOTIFY THE COUNTY AND THE BOROUGH OF PEAPACK & GLADSTONE ONE WEEK PRIOR TO THE START OF CONSTRUCTION AND 48 HOURS PRIOR TO THE IMPLEMENTATION OF THE DETOUR.
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